
Technische Daten WPD/WPHD

Nominal diameter DN mm DN 400 DN 400

Permanent flow Q3 m³/h 1600 1600

Attainable measuring range Q3/Q1 R --- ---

Standard measuring range (*) Q3/Q1 R R80H/40V R80H/40V

Overload flow (**) Q4 m³/h 2000 2000

Minimum flow (**) Q1 m³/h 32/64 32/64

Transitional flow (**) Q2 m³/h 51,2 51,2

Start-up flow rate - l/h 9500 9500

Display range min l 50 50

max m³ 99.999.999 99.999.999

Temperature range - °C T50 T50

Operating pressure, max. MAP bar 16 10

Pulse value Reed l/pulse 10.000 10.000

Pulse value modulator disc l/pulse 1000 1000

Pressure loss at Q3 ∆p bar 0,005 0,005

Weight and dimensions:

Nominal diameter DN mm 400 400

Overall length (*) L mm 600 600

Height H1 mm 359 359

Height H2 mm 290 290

Total height approx. (***) H1+H2 mm 649 649

Installation height of the measuring unit H3 mm 975 975

Flange diameter D mm 580 565

Bolt circle diameter D1 mm 525 515

Number of bolts - pcs. 16 16

Screw size - mm M27 M24

Bolt diameter - mm 31 28

Weight approx. kg 199 199


